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Door Operators

Besam Automated Entrance System, 84 Twin Rivers Dr., Hightstown, NJ 08520
Contact: *Monroe Danbury (609) 443-5800 Fax (609) 443-5629

Model Power Glide AMD, -H, -V, -2; and EZ Fit EMD, -H, -V, -2 commercial use pedestrian
door operators. Unit is intended for use to operate automatic sliding doors. Refer to listee's
data sheet for additional detailed product description and operational considerations.

120 VAC, 60 Hz.

In accordance with listee's printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction. Model EMD is designed to be
mounted to walls. Model AMD is designed to be mounted above the door and completely
enclosed by the door jam.

Listee's name, model number and UL label.

Listed as sliding door operators for use in exit locations where fire-rated doors are not
required. Authority having jurisdiction should be consulted prior to installation.
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= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
i recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

i} criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
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